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01]
Basic ‘pseudo-balanced’ 
configuration.

Atlas interconnects utilising the  ‘Grun’ 
Coherent Earthing System can be 
configured in a number of ways. 
Interconnects are supplied with a single 
RCA phono adapter, which should be 
connected to a spare input socket on 
your amplifier. Remove the rubber end 
caps from the Grun flying leads attached 
to your interconnect and attach the 
adapter as shown (fig 1).
This configuration creates a superior 
earth connection to a conventional 
cable which relies on its internal return 
conductor for ground connection.
Depending on the circuit design & 
construction of your amplifier, internal 
components and external cables may 
not connect direct to ground and 
may still be susceptible to a less than 
optimum level of performance.

02]
Independent ground 
configuration.

The ‘pseudo-balanced’ interconnect 
cable topology offers performance gains 
but has the flaw that by connecting 
to multiple earth points, it can be 
modulated by any circulating currents 
which exist within the product.
In an ideal electrical environment all 
ground references should be at the 
same ’potential’ so as not to generate 
any circulating currents. ie. a single 
‘independent’ ground point.
For optimum performance, this requires 
connecting the cable screen to system 
ground externally via an independent 
grounding cable (Grun) and directly to 
your home ground point (earth). 
This effectively eliminates the 
modulation of circulating current in the 
system and the true capability of the 
interconnect is revealed.
This can be achieved by connecting a 
Grun adapter to the ground terminal on 
the rear of your amplifier or mains block 
(if fitted) or via a Grun power adapter 
connected to a spare power socket. 

G R U N
COHERENT EARTHING SYSTEM

 fig 1

Pseudo-balanced
connected via Grun

RCA - female adapter

NB. The central pin which
normally carries the 

signal is purely for
locating the plug, 

only an earth connection
is made by the adapter.

via spare 
RCA input
on amp

To remove rubber 
protector for access to 
the Grun connection:

 1.Push retaining ‘O-ring’ 
backaway from the 
rubber cap.

2. Holding the shrouded 
area of the flying cable, 
grip tightly.

3. Twist off the rubber plug 
and attach the external 
adapter. Be careful not 
to put excessive strain on 
the cable. 

4. Retain the rubber plug 
for future use.



02a]
Independent ground via 
system ground tag.*

Connect a Grun spade adapter to the 
ground terminal on the rear of your 
amplifier or mains block (if fitted).
The Atlas Eos Modular 4.0 distribution 
block has a suitable ground terminal. 
Attach the adapter as shown (fig 2).

02b]
Independent ground via 
power adapter.

Connect a Grun power adapter to a 
spare socket on your power distribution 
block, or if no block is in use, an unused 
wall power socket adjacent to your audio 
system.
Attach the adapter as shown (fig 3).

 fig 2

Independent ground
Grun cables connected

 via amplifier ground tag
or Eos Modular 4.0

* NB. Grun speaker cables
should be earthed via

amplifier ground terminal.

 fig 3

Independent ground
Grun cables connected

via power adapter

via power 
socket

Grun power adapters
are available in Nema,
Schuko & UK options.

via ground tag
on amplifier or
mains block

via ground tag
on amplifier
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Grun adapters.

Your dealer should be able to supply 
Grun adapters according to your 
preferred configuration.
Adapters are available in the following 
configurations:

Upgrading an existing cable to 
‘Grun’ capability.

If you have an existing Mavros Ultra or 
Asimi Ultra interconnect, these can be 
factory-upgraded to add Grun capability.
Please contact Atlas direct for more 
information.

Warning
Please not that the Atlas 
Grun topology is intended 
for audio signal earth only. 
Grun products are not to 
be used as a replacement 

for the ‘safety earth’ facilitated by the 
original equipment manufacturer and in 
no circumstances should you use these 
connections for sole earthing of any type 
of equipment connected to the mains 
power supply.

Spade – Female

Spade – Spade

Female – Female

RCA – Female 

UK13A – Male

Schuko – Male

Nema – Male

1–21–1Ground Adapters

1–2Power Adapters
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